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Motice to Installer: Instructions must remain with installation. '
10-1494 “A-PAK" ALAREM SYSTEM INSTALLATION INSTRUCTIONS . ﬁs F: —
Irstaler must pravide praper length ol e canduclor wires which cannects the soatral sailch e he alarm pansl and paits - Y 10-1434

necessary (o make cabke splice. {When used undarground, wie must be approved for underground use For axample: 14-2
bype LIF) Figura A
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FOR WOUR PROTECTION ALWAYS DISCOMNECT FROM POWER SOURCE BEFORE HANDLING, The 10-1494 unil &
supplied with a 3-prang graundad plug to help prodect you against the possibiliey of alectrical shock. DO NOT UNDER ANY CIR-
CUMSTANCES REMOVE THE GROUMD PIN, The 3-promg plug must be inserted inlo a mating 3-prang grounded recepiace I~
the installation does not hawe such arecaptacle, & must be changad to the propar type, wired and groundad in accordance with e
thes Matioral E lectrical Code and all applicable lasdl codes and erdirancas, The 10-14594 has a double insulsted plastic enclisure
for your protection.

SPECFICATIONS -~
This alarm gyatesm morbars liquid kvl in lifl pump chambers, sump pump basing holding tanks. sewsse aicdlural and oier
nor-potable water applicaiions. |t features & red warning ight, green “power on” ight, alarm testswitch and hom silenca switch.

10-1354 primary voltage i 120 VAT, 80 Hz, 2 4 walts mas (aterm condition] (crcuil s nol supendssd], Secondary vollage & 3 Figure B
VDG [circuit s not supersed). Battery backup power is 3 VDG,

BRI

MOTE: Tha alarm panal plugs ima a standard howsehold 120 VAC sockat. DO NOT plug “A-Fak” Alarm System into the same
el &5 the pump, The “A-Pak™ Alarm Sysiem shauld be conmeched 1o @ croul separaie fom the pusp creul. Push fegl bution
to check alerm parel for operation.

ALARM PANEL BETALLATION

1] Mounk ke aksrm parsd indoors with sorews provided, NOTE: The maunling screw ks ta be lasated ousr & wal
shad or wsed with @ wall anchor szed for a 78 2 1.25 seif tBpping soew.

2] Hang e panel by the keybake in e back of Be alim snclsure and inalall the saoed sorew betwasn he
tabs |ocated on botiam of the enclosure.

3] Usirg the prowided cable clarnp, secure the power cond 1o the outlel &5 shown [see Figure B). Use sxsling
recepiacle faceplabe screw and supplied washar,

CONTROL SWITCH MOUNTING CLAMP INSTALLATION

1] Plece cord inta dlamp and secure lo discharge pipe &5 shaem in clamp detsl [see Figure E) HOTE: Do nol install
the cond wndar the hose damp.

3 Tighten the kaze damp with a seewdiver, ROTE: Do not aver lighlen; cuer lighlening may cause damage o Be

didrs
T uve

Silidla

plastic clamp. i
3] Wake sore the foal cable js nol aliowed b loweh e sncess hase damp band durng cperaton, 1 -
[BEL
NOTE: Al hose damp companants ane made of 15-H staimless weal See your local supplie lor replacements, T

CONTROL SWITCH INSTALLATION

1] The confrol switch mast be suspended seven inches below the desired alarm leval {sea Figurs D). NOTE: Whan
inztaling the canirol awilch, & cable stain relel must be wed o sacure the contral swich cord om niry inlo lank,

21 Connect the tao conductors from the contral switch to esther of the terminations on the bofmom of the: alarm panel Figure D sermin
(e Figure &), The contral swich operales on low voliage and is Bolaled from e 120 VAC power ine o reduce
shock hazands.

TEET

Check and test your instsllation by tipping B ot manually, The skrm panel should indicate an aterm condition

The Zoalar Compary cannof be responsibl: for damagas cawsed by the fauky or nagligent issallation of this devica. CLAMP DETAIL

Wi respactly sissest you ngage the senices of 8 quallied lleanssd slecifcian of Serice perea (Tether Length non-adpstable)

LIFT FUMP HBGH LEVEL FLOAGT APPLICATION
Rodel 10-1484 [see Figure C). Suspend confrol switch abows pamp tumn-on kevel, B a pamp failurs causes a high bevel condition, ] .
the “A-Fak” Alarm Sysiem will addivale, ' k. -

SEWAGE HOLDING TARE HIGH LEVEL FLOAT APPLICATION
Model 10-1404 (see Figure O}, Suspend control switch imto tank seven inches below dasired alarm lawvel.

“A-Fak”, Alarm Sysiam Wil &clivate f Aoal ascends 1o alamm Bvel, Figure E 21134
[ WARNING | 4)| glectrical systems must be installed by & qualified licensed alectrician according to the National Electrical Code.
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