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™

1-YEAR WARRANTY

Features

Septic Services,INC.

On/Off 
silencer 
switch

Highly visible 
top-mounted 
alarm warning 
light

UL type 4X
enclosure

Pump running 
light indicator

Alarm on/off 
toggle switch

Solid state timer

Red Alert Time™ Dosing 
Panel is a dual voltage con-
trol panel designed for all 
dosing applications includ-
ing: LPP, mound, drip irriga-
tion, spray irrigation and 
standard absorption field.  

Repeat cycle timer for
scheduled dosing provides 
the ability to distribute the 
flow of water through a 
wastewater system evenly 
throughout the entire day 
creating more efficient day 
to day operation. 

Operates a single submers-
ible pump system and is 
ideal for wastewater systems 
that have cycles of peak 
hours when the system is 
operating more frequently 
than at other times during 
the day.

Hand off
auto switch

• Digital elapsed time meter

• Event cycle counter

• Solid state timer

• Dual Voltage (115V / 220V)

• Easy access terminal blocks

• Lightning arrestor

• Includes floats
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Red Alert™ Time Dosing Panel monitors the operation of a single submersible pump system and is ideal for 
wastewater systems that have cycles of peak hours when the system is operating more frequently than at other times 
during the day.

RED ALERT TIME DOSING PANEL

Features

Specifications

Includes
• Mounting hardware
• User manual 
• Wiring diagram
• 3 Floats

Type Simplex

™

Pump Model Max 1 hp Max 10 FLA 
@ 115V or 230V

Unit Dimensions 12 1/4”W x 14 5/8”H x 7 1/4”D

Panel Voltage 115/230V 1Ø 
SCCR min rating 5000 Amps

UL Listed 508A

• Digital elapsed time meter
• Event cycle counter
• Solid state timer
• Dual Voltage (115V / 220V)
• Easy access terminal blocks
• Lightning arrestor
• Includes floats




